Sassoon General Hospital, Pune
Jayprakash Narayan Road, Pune Railway Station Near, Pune 411 001
Purchase Section

Tel No.020-26102306 Email. www.bjmcpune.org/www.sassoonpurchase@gmail.com
Fax No.020-26053452

Online Quotation

No.SGH/PS/Multipara/Quotation/4/95/20
Dt. 8/2/2020

Subject : Quotation for Multipara Monitor

This Hospital has to purchase the Multipara monitor corona virus Dept. mentioned below. Therefore, please send your quotation in sealed envelope before the last date in the name of Dean, Sassoon General Hospital, Pune. The terms and conditions are as under. Mention GST, Vat/Tin No, & Pan No. in Quotation letter.

Last Date to Submit Quotation : Dt. /04/2020 11/5/2020

<table>
<thead>
<tr>
<th>Sr.No.</th>
<th>Name of Machine With Attach Specification</th>
<th>Per Qty. Rate</th>
</tr>
</thead>
<tbody>
<tr>
<td>01</td>
<td>Multipara monitor</td>
<td>01</td>
</tr>
</tbody>
</table>

Attached Specification

Terms & Conditions :
1) Rights to Accept or reject quotation are reserved by this office.
2) Quotation received after last date will not be considered.
3) Mention Taxes and other charges if any separately.
4) The GST Registration number is to be quoted in quotation otherwise your quotation will not be considered. 5) Demonstration of machine is compulsory.
6) Quantity is flexible. 7) Warrantee – One year from date of installation.

DEAN
Sassoon General Hospital, Pune
Technical Specifications for Multipara Monitor

Specifications

1. Specifications

Should have ECG, SpO2, NIBP, Respiration and Temperature as standard parameters.
Should have inbuilt continuous battery backup of minimum Two hours.
Bright, clear, easy-to-read, 10.4" with large, color-coded numerics and waveforms
Should have facility for displaying multi-screen configurations
ST/AR ECG algorithm, the monitors provide advance ST and arrhythmia, as well as motion artifact rejection technology to significantly improve monitoring accuracy
Should be suitable for monitoring adult & pediatric patients & neonate patients
The SpO2 technology should be FAST.
Optional built-in 3 channel recorder for convenient documentation
Should have connectivity to Central station CMS200 through Ethernet
Equipment should be supplied with compatible ECG cable (1 Nos.), SpO2 (Adult) probe (1 Nos.), Adult NIBP Cuff with extension cabl (1 each)